
 

II.1.1 

GT 800 WOG BALL VALVE 
Stainless Steel 1-pc body, PTFE seat 

Reduced Bore, Screwed BSPT 

 
 

 

 

 

 

 

 

 

 

 

 

 

No. Parts Materials 
1. Plastic Covers Plastic 
2. Handle SUS 304 
3. Thrust Washer PTFE 
4. Packing Ring SUS  304 
5. Stem Packing PTFE 
6. Seat PTFE 
7. Stem SUS 316 
8. Stem Nut SUS 304 
9. Ball ASTM-A351 CF8M 

10. Cap SUS 316 ASTM-A351 
11. Body ASTM-A351 CF8M 

Rating 
Media Water, Oil, Gas 
Nominal Pressure (PN) 50 kgf/cm² 

Temperature 
Normal 
≤ 120°C 

Test Pressure: 
Body 1000 psi (Hydrostatic) 
Seat 150 psi (Air) 

Dimensions mm 

Size 
Inch 1/4 3/8 1/2 3/4 1 1 1/4 1 ½ 2 
mm 6 10 15 20 25 32 40 50 

L 42 44 56 59 72 77 82 98 
H 32 36 42 45 50 54 65 72 
W 80 80 92 92 105 105 129 129 

Weight(kg) 0.1 0.1 0.2 0.3 0.4 0.6 0.8 1.4 
Bore size 4.6 6.8 9.2 12.5 15 20 25 32 



 

II.1.2 

GT NON RISING STEM GATE VALVE 
Cast Iron Body, Solid Wedge Disc 

JIS 10K Flanged 
 
 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

No. Parts Materials 
1. Body Wedge Bonnet Grey Cast Iron 
2. Stuffing Box Grey Cast Iron 
3. Gland, Handwheel Grey Cast Iron 
4. Body Seat Ring Cast Brass Grey Cast Iron 
5. Wedge Face Ring Cast Brass Grey Cast Iron 
6. Stem Nut Cast Brass Ductile Iron 
7. Stem Brass Or Carbon Steel 
8. Bonnet Gasket Compressed Asbestos 
9. Gland Packing Lubricated Asbestos 

Rating 
Media Water, Oil 
Nominal Pressure (PN) 10 kgf/cm² 
Testing 
Pressure 

Seal 
Temperature 

Normal  
10 kgf/cm² ≤ 120°C 

Dimensions mm 

Size 
inch 2 2 1/2 3 4 5 6 8 10 12 
mm 50 65 80 100 125 150 200 250 300 

L 146 159 165 171 203 210 241 273 305 
D 152 152 152 203 210 229 305 337 337 
H 289 302 352 370 450 489 641 759 800 

Weight(kg) 14 16 21 30 44 59 100 143 191 

1 

4 

5 

8 

9 

7 

2 

3 

6 



 

II.1.3 

GT SWING CHECK VALVE 
 Cast Iron body, Flanged JIS 10K 

 
 

 
 
 

 

 

 

 

 

 

Dimensions mm 

Size 

inch 2 2 1/2 3 4 6 8 10 12 

mm 50 65 80 100 150 200 250 300 

L 205 215 240 290 330 490 615 698 

D 152 165 184 216 279 337 406 457 

H 143 156 169 194 248 299 299 350 

Weight(kg) 14 17 23 34 48 85 177 226 

No. Parts Materials 

1. Body Cover Disc Cast Iron 

2. Hinge Pin Cast Iron 

3. Valve Arm Cast Iron 
4. Body Seat Ring Cast Iron 
5. Plug Nut Cast Iron 
6. Disc Face Ring Cast Iron 

Rating 

Media Water, Oil 

Nominal Pressure (PN) 10 kgf/cm² 

Testing 
Pressure 

Seat 
Temperature 

Normal 

10 kgf/cm² ≤ 200°C 
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II.1.4 

GT CAST IRON FOOT VALVES 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Designed for preventing reversal of flow at pump intake 
 
Specification 
 

1. Size : Nominal dia … 80mm, 1000mm 
2. Valve End : Flange (KS D 4309) 

      Other standards are available on request. 
3. Fluid : Service water, Sea water 

     
  :  
 
 
 
 
 
  

No. Parts Materials 
1. Body Cast Iron (GC 200) 
2. Disc Cast Iron (GC 200) 
3. Gasket EPDM 
4. Stem Cast Iron (GC 200) 

5.& 6. Bolt & Nut Cast Iron (GC 200) 
7. Screen Cast Iron (GC 200) 

Size Flange Height Weight 
(ød) øD øg øC T X f n - øh H1 H2 H kg 
65 177 133 160 24X3 4-19 120 125 245 6.3 
80 185 133 160 24X3 4-19 120 125 245 9.5 

100 210 153 180 25X3 8-19 140 185 325 15.1 
125 250 183 210 25X3 8-19 160 190 350 23.5 
150 277 209 240 26X3 8-23 180 190 370 34 
200 331 264 295 27X3 8-23 200 225 425 57 
250 395 319 350 29X3 12-23 240 250 490  
300 445 367 400 13X4 12-23 280 300 580  


